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August 10, 1956
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SUBJECT: Contract RD=%4
Task Order No, 2

25X1

In accordance with Article 2 of the basic
contract, there are forwarded herewith two (2) copiles
of the Monthly Progress Report for July, 1956 on
Task Order No. 2 of RD=94. The report is dated
August 1, 1956. This report UNCLASSIFIED, An

25X1 edditional copy is being held by the
project engineer for the use of your persomnel while
at this location.

Since work on this contract commenced
July 1, 1956, no expenditure figures are avallable
to report to you with this letter. However, commenc-
ing with the mailing of the August, 1956 Progress
Reports we will report expenditures on s monthly
basis as has been the case under Task Order No. 1.

Very truly yours,

25X1

Assistant Manager
Government Contract Administration

25X1 TRR:val

£-144608
Eggosures... .. CANECINENTIL
&// co: %5X1
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© CONFIDENTIAL (’”(g

MONTHLY PROGRESS REPORT
July 1956

Task Ordar No., 2
Centrast ¥e. RD-94

UNJO0 NOISE TION C

The ebject of this projest is 8o develop a noise re-
dustiom cireuit suitable for use in separating speesh in-
telligense from a signal containing speeeh and noise, 7The
preposed methed eonsists of passing the sigmal Shreugh
seyeral frequeney selestive channsls. Bash chamnel semtains
a nenlinecar clomsat which discriminstes agaimnst the noise
when the speesh infermatiom in the ehamnel is greater than
the nelee.

During July a prelimimery study has been initisted to
doternine the moet suitable number of shemnels required,
and the spesing of these chamnels in the audio region. From
this study it ia apparent that the band speeing can be dased
upen several festors, sush as, artisulatien index, the shape
of the masking neise spestrum curve, the critical band widths,
or a cembinetieon of these factoers.

~ In erder $e eveluate varicus shannel placements and

bend widths, a four channel neise redustien eireuit hes been
desimned. Teur chamnels, properly spased should be sufficient
te provide speesh infermation fer a limited number of speech
sounds as spolten by ome individunal. Varieus filter cambina-
tiens will be tried with this eireuit in erder to ascertain
miaimem band widths and channel spasings. The four channel
sircuit 1is now under sonstrustion in the model shop.

RAH: m)
Auguet 1, 1956
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